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LT-LEAKY-1/2L-LSZH
Leaky1/2” Coaxial Cable

Specifications

Construction Materials 

Inner Conductor

Dielectric

Copper-clad Aluminum Wire

Physical Foam Polyethylene

Outer Conductor Helical Copper Tube

Jacket Low Smoke Halogen-free retardant

Physical Dimensions

Inner Conductor Diameter

Dielectric Diameter

4.80 mm

12.30 mm

Outer Conductor Diameter 13.80 mm

Diameter over Jacket 15.70 mm

Environmental Specifications

Storage Temperature

Installation Temperature

-55 °C ~ +85 °C

-40 °C ~ +60 °C

Operating Temperature -55 °C ~ +85 °C

Electrical Specifications

Capacitance

Impedance

76.0 pF/m

50 ± 2 Ω

Velocity 88%

RF Peak Voltage

Peak Power Rating

3.00 kV

91 kW

Cut-off Frequency 5.20 GHz

Shielding Effectiveness >10 MHz

Insulation Resistance

>120 dB

5000 mΩ • km

VSWR

0.8 ~ 1.0 GHz

1.7 ~ 2.2 GHz

≤ 1.30

≤ 1.30

2.2 ~ 2.7 GHz ≤ 1.30

Mechanical Specifications

Minimum Bending Radius

Single Bending 50 mm

Repeated Bending 250 mm

Minimum Number of Bends 15

Tensile Strength 1000 n

Standard Conditions:
For attenuation: VSWR 1.0, cable temperature 20°C (68°F), for everage power: VSWR 1.0, ambient temperature 40°C (104°F),
Inner conductor temperature 100°C (212°F) no solar loading, Maximum attenuation value shall be 105% off the nominal attenuation value.

Performance

Attenuation

dB / 100 m dB / 100 ft
Frequency (MHz)

6575 2.20 0.67

67150 3.30 1.01

70450 6.00 1.83

72800 8.10 2.47

72900 8.70 2.65

771800 13.20 4.02

782200 15.50 4.72
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862400 16.10 4.91


